Universal union between boxes 

  

The universal union for Nivas was developed by the company Offroad Style, and has the objective to substitute the original elastic union, that connects the box of marches to the box of reduction.  I opted to the adaptation aiming at to diminish the vibrations proceeding from the transmission and mainly to minimize possible problems caused for the adaptation of motor AP, since the homocinético coupling allows different angles of work, attenuating the effect of the desalinhamento between boxes,   thus preserving the involved components.
The kit is composed of the following components.
 1 - Universal of line VW mounted between adapters. Photos 1, 2, 3, 4, 5, 6, 7 and 8







2 - Cushions for the box of reduced line GM, being: 1 cushion for the right side and 2 cushions mounted on a crosspiece for the left side. Photos 9, 10 and 11
 

 Installation   

The installation understands mainly in the substitution of the original elastic union for universal union WV, beyond the exchange of the cushions of the box of reduction.
To follow I consider a sequence of assembly of this adaptation, to put, is important to consult the manufacturer before the execution.
1 - It as well as removes the reduced box of of the car the original elastic union. 

2 - A dismounted time has access to the grooved axle of the exit of the box of exchange which must have the worked tip in way approximately the reduziz it 10mm,   thus eliminating any possibility of interference with the interior of the universal union. Photo 12
3 - The universal union is bipartite, being a flangeado side and the other with a grooved orifice. It disassembles the union and rabbet the grooved side of the part in the axle of the exchange, reaproveitando the original nut for travamento. Photo 13
 4 - Before continuing the assembly, it is basic to check if the installed part this turning balanced, that is, binds the engine and visualizes the part turning and in case that unbalancing exists, it corrects before continuing the assembly.
 5 - It closes the universal one not forgetting to shine its intern through the grease that folloies the kit. In this phase vc it has the imprisoned complete part in the axle of the exchange, remaining then connects it box of reduction through the flangeado side of the part.
 6 - It substitutes the original cushions of the box of reduction thus the crosspiece with two cushions is of the side of the passenger and the only cushion of the side of the driver. Photo 14 and 15
 7 - It total places the box of reduction in the car not pressing the screws. It observes that the hurricanes of the only cushion correspond accurately with the originals. Already the crosspiece will be for the time being imprisoned only through the internal punctures of its cushions.
 8 - It locates the flanges of the box and the universal one and screws.
 9 - It looks for to leave the lined up boxes vertical and horizontally you plate using them of adjustment in case that it needs.
 10 - After everything lined up it marks and it pierces the wooden floor of the similar car to arrest the external part of the two cushions of the crosspiece.
Results 

I was partially satisfied with the final result that eliminated the vibrations in retaken e   pulled out in first and second marches, to put the vibration in the band of 100 110km/h improved, but it continues existing.
It was evident that, for to low I benefit it speeds is immediate, valley the penalty, to put, if you aim at to eliminate the vibrations gifts in bigger speeds the thing you become more complicated therefore other factors you intervene with the result. As positive points also I detach a supposed bigger useful life that the original elastic union, beyond the installation to be cleaner and with national components, sees photos 15, 16, 17 and 18.
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